TexHu4yeckum nacnopT

VW3A7711

npoAaykrTa Topmo3Hon pesnctop 2,1 Om 37kBT
XapaKkTepucTukm
[maBHas
Twvn nzgenus unu Kom- TopMo3HoW pe3nctop
MOHEHTa
3HauyeHne conpoTmere- 2,1 Ohm npu 20 °C
HWSI
CpepnHsist pacnonarae- 37 kW npu 50 °C
Masi MOLLIHOCTb
[ononHuTenbHO

CoBmMecTMMOCTb NpoAYyKTOB

ATV61HC13N4
ATV61HC16N4
ATV71HC11N4
ATV71HC13N4

C-)neKTpMHeCKoe coegunHeHue

LLvHHbIM NnpoBoa coeanHeHne M10 ¢ npusog

Tun 3awuThbl

Macca npogykra

Tennosas 3awmTa Yepes TENNoBoe pere neperpysku
86 kg

OkpyxatoLasa cpefa

TemnepaTypa oKpyxaroLLero Bo3ayxa Ans aKcnnya- 0...50 °C
Tayum

Temnepatypa oKkpyxatoLlen cpegbl Npy XpaHeHUn -25..70 °C
CTteneHb 3awuTol IP 1P23

[ata eBponerickoro ceptucmkata COOTBETCTBUS 4Q2009

RoHS

CocTosiHue eBponerickoro ceptudukata RoHS

Bynet cooTBeTCcTBOBaTH

20.02.2012

Schneider

3E\ectr\c

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



